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תוכ
 ענייני� כיוו	 מדוייק של אזור החישה.

יכולת כיוו	 ההפעלה בהתאמה למצב תאורה רצוי.

רמת אטימות גבוהה IP55, מתאימה להתקנה חיצונית.

כיוו	 אופציות ההפעלה אפשרית באמצעות שלט
או מהמכשיר עצמו.

אפשרות כיוו	 מדוייק של זוית הכי�וי.

צריכת חשמל ח�כונית.

.
הגלאי
 מהבטוחי
 והאמיני
 שקיימי
 היו
 בתחו

קיימת פונקציית בדיקת תקינות הגלאי המאפשרת 
.
בדיקה בכל שעות היו



theLeda P24L

LED spotlight without motion detector

–

–

–

–

–

–

–

–

–

230 V AC

50–60 Hz

Wall mounting

No

Yes

20 W (2 x 900 lm)

2 x 140 W

4000 K, neutral white

30° back, 60° down

–25°C to +45°C

II

IP 55

1020743

1020744

Included in the scope of supply

Included in the scope of supply

Included in the scope of supply

Included in the scope of supply

–

–

–

theLeda D  
LED light 

Features theLeda D S AL theLeda D SU AL theLeda D U AL theLeda D UD AL

Version LED light  
with motion detector

LED light  
with motion detector

LED light  
with motion detector

LED light  
with motion detector

Housing Anodised aluminium Anodised aluminium Anodised aluminium Anodised aluminium

Detection angle 180° 180° 180° 180°

Lateral detection area 10 m 10 m 10 m 10 m

Light emission Spotlight  
(at front)

Spotlight/uplighter  
(at front/top)

Uplighter  
(at top)

Uplighter/downlighter  
(at top/bottom)

Brightness setting range 2–800 lx 2–800 lx 2–800 lx 2–800 lx

Light time delay 10 s–20 min 10 s–20 min 10 s–20 min 10 s–20 min

Test function Yes Yes Yes Yes

Twilight switch Yes Yes Yes Yes

Standby output 0.5 W 0.5 W 0.5 W 0.5 W

Operating voltage 230 V AC  230 V AC 230 V AC 230 V AC

Frequency 50–60 Hz 50–60 Hz 50–60 Hz 50–60 Hz

Type of installation Wall mounting Wall mounting Wall mounting Wall mounting

Additional light switch output Wireless connectivity Wireless connectivity Wireless connectivity Wireless connectivity

Master/Master Yes (wireless) Yes (wireless) Yes (wireless) Yes (wireless)

1x 8.5 W (760 lm) 14 W (760 lm/475 lm) 1x 8.5 W (760 lm) 11,5 W (2x475 lm)

Colour temperature 3000 K 3000 K 3000 K 3000 K

Ambient temperature –25°C to +45°C –25°C to +45°C –25°C to +45°C –25°C to +45°C

Protection class II II II II

Protection rating IP 55 IP 55 IP 55 IP 55

Item numbers

Item number 1020901 1020902 1020903 1020904

Optional accessories

10 AL corner bracket 9070970 9070970 9070970 9070970

10 AL spacer frame 9070972 9070972 9070972 9070972

theSenda S remote control 9070911 9070911 9070911 9070911

theSenda P remote control 9070910 9070910 9070910 9070910

theSenda B remote control 9070985 9070985 9070985 9070985
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theLeda D  
LED bollard light

Features theLeda D B AL theLeda D B plus AL

Version LED bollard light  
with motion detector

LED bollard light  
with motion detector

Housing Anodised aluminium Anodised aluminium

Housing length 400 mm 720 mm

Detection angle 180° 180°

Lateral detection area 6 m 6 m

Light emission Spotlight  
(at front)

Spotlight  
(at front)

Brightness setting range 2–800 lx 2–800 lx

Light time delay 10 s–20 min 10 s–20 min

Test function Yes Yes

Twilight switch Yes Yes

Standby output 0.5 W 0.5 W

Operating voltage 230 V AC 230 V AC

Frequency 50–60 Hz 50–60 Hz

Type of installation Floor installation Floor installation

Additional light switch output Wireless connectivity Wireless connectivity

Master/Master Yes (wireless) Yes (wireless)

1x 8.5 W (760 lm) 1x 8.5 W (760 lm)

Colour temperature 3000 K 3000 K

Ambient temperature –25°C to +45°C –25°C to +45°C

Protection class II II

Protection rating IP 55 IP 55

Earthed socket - -

Item numbers

Item number 1020905 1020906

Optional accessories

theSenda S remote control 9070911 9070911

theSenda P remote control 9070910 9070910

theSenda B remote control 9070985 9070985
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theLeda P  
LED spotlight

Features theLeda P12

Version LED spotlight with motion detector

Detection angle 180°

Lateral detection area 12 m

Creep under protection 220°

Remote operation Yes

Brightness setting range 5–800 lx  
or just presence-dependent

Light time delay 10 s–20 min

Test function Yes

Twilight switch Yes

Standby output 0.4 W

Operating voltage 230 V AC

Frequency 50–60 Hz

Type of installation Wall mounting

Additional light switch output No

Master/Master Yes

1 x 11 W (900 lm)

Comparable halogen output 140 W

Colour temperature 4000 K, neutral white

Adjustability of spotlight 35° left/right, 60° up/down,  
180° back

Ambient temperature –25°C to +45°C

Protection class II

Protection rating IP 55

Item numbers

Item number white (WH) 1020941

Item number aluminium (AL) 1020942

Optional accessories

theLeda P WH white spacer frame Included in the scope of supply

theLeda P AL aluminium spacer frame Included in the scope of supply

theLeda P WH white corner bracket 9070969

theLeda P AL aluminium corner bracket 9070970

theSenda S remote control 9070911

theSenda P remote control 9070910

theSenda B remote control -
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theLeda D BL plus AL

LED bollard light  
without motion detector

Anodised aluminium

720 mm

–

–

Spotlight  
(at front)

–

–

–

–

–

230 V AC

50–60 Hz

Floor installation

Wireless connectivity

Yes (wireless)

1x 8.5 W (760 lm)

3000 K

–25°C to +45°C

II

IP 55

-

1020706

9070765

-

-

9070985 (for channel selection) 9070985 (for channel selection)

theLeda P24

LED spotlight with motion detector

180°

12 m

220°

Yes

5–800 lx 
or just presence-dependent

10 s–20 min

Yes

Yes

0.4 W

230 V AC

50–60 Hz

Wall mounting

No

Yes

20 W (2 x 900 lm)

2 x 140 W

4000 K, neutral white

30° back, 60° down

–25°C to +45°C

II

IP 55

1020943

1020944

Included in the scope of supply

Included in the scope of supply

Included in the scope of supply

Included in the scope of supply

9070911

9070910

-



theLeda S  
LED spotlight

Features theLeda S10 WH theLeda S20 WH

Version LED spotlight with motion detector LED spotlight with motion detector

Detection angle 180° 180°

Lateral detection area 10 m 10 m

Creep under protection 180° 180°

Brightness setting range 5–200 lx  
or just presence-dependent

5–200 lx  
or just presence-dependent

Light time delay 2 s–30 min 2 s–30 min

Standby output 0.4 W 0.4 W

Operating voltage 230 V AC 230 V AC

Frequency 50–60 Hz 50–60 Hz

Type of installation Wall mounting Wall mounting

1x 10 W (840 lm) 2x 10 W (840 lm)

Comparable halogen output 135 W 2x 135 W

Emission angle Approx. 90° horizontal and 90° vertical Approx. 90° horizontal and 90° vertical

Colour temperature 4000 K, neutral white or 
3000 K, warm white

4000 K, neutral white or 
3000 K, warm white

Adjustability of spotlight
Can be turned horizontally by ±40° 
Can be swivelled down by 70° 
Wall lighting can be turned by 180°

Can be turned horizontally by ±20° 
Can be swivelled down by 70°

Ambient temperature –20°C to +45°C –20°C to +45°C

Protection class I I

Protection rating IP 55 IP 55

Item numbers

Item number white (WH, 3000 K, warm white) 1020931 1020933

Item number black (BK, 3000 K, warm white) 1020932 1020934
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theLeda B motion sensor theLeda B light sensor
 
theLeda EC swivelling holder

theLeda B theLeda B theLeda EC

theLeda EC 
LED spotlight 

Features theLeda EC10 theLeda EC20 theLeda EC30 

Version LED spotlight with motion detector LED spotlight with motion detector LED spotlight with motion detector

Detection angle 180° 180° 180°

Lateral detection area 12 m 12 m 12 m

Adjustability of sensor Can be turned left/right by ±90°  
and down by ±90°

Can be turned left/right by ±90°  
and down by ±90°

Can be turned left/right by ±90°  
and down by ±90°

Brightness setting range 2–200 lx 2–200 lx 2–200 lx

Light time delay 5 s–10 min 5 s–10 min 5 s–10 min

Test function Yes Yes Yes

Twilight switch No No No

Standby output 0.5 W 0.5 W 0.5 W

Operating voltage 230 V AC 230 V AC 230 V AC

Frequency 50 Hz 50 Hz 50 Hz

Type of installation Wall mounting Wall mounting Wall mounting

Additional light switch output Zero-cross switching Zero-cross switching Zero-cross switching

Master/Master No No No

1x 10 W (750 lm) 1x 20 W (1500 lm) 1x 30 W (2250 lm)

Comparable halogen output 135 W 200 W 250 W

Emission angle Approx. 85° horizontal and 100° 
vertical

Approx. 105° horizontal and 85° 
vertical

Approx. 105° horizontal and 80° 
vertical

Colour temperature 4000 K, neutral white 4000 K, neutral white 4000 K, neutral white

Adjustability of spotlight Down by 60°,  
up by 45°

Down by 60°,  
up by 45°

Down by 60°,  
up by 45°

Ambient temperature –20°C to +40°C –20°C to +40°C –25°C to +45°C

Protection class I I I

Protection rating IP 55 IP 55 IP 55

Item numbers

Item number white (WH) 1020811 1020813 1020815
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theLuxa P220 theLuxa P300 theLuxa P300 KNX

220° 300° 300°

16 m 16 m 16 m

2–4 m 2–4 m 2–4 m

Ceiling installation & wall mounting Ceiling installation & wall mounting Ceiling installation & wall mounting Ceiling installation & wall mounting

Creep under protection, pulse function, test function

5–1000/∞ lux 5–1000/∞ lux 5–1000/∞ lux

1 s–20 min 1 s–20 min 1 s–20 min

Yes Yes Yes

0.3 W 0.3 W –

Tungsten pre-contact Tungsten pre-contact –

230 V AC/50 Hz 230 V AC/50 Hz KNX bus

No No –

= 1) 3 AX (cos  = 0.3) 10 A (cos  = 1) 10 AX (cos  = 0.3) 10 A (cos  = 1) 10 AX (cos  = 0.3) –

100 mA 100 mA –

60 W 60 W –

600 W 600 W –

2300 W 2300 W –

2300 W 2300 W –

1300 VA (400 μF) 1300 VA (400 μF) –

300 W 300 W –

–25°C to +45°C –25°C to +45°C –25°C to +45°C

IP 55 IP 55 IP 55

1010605 1010610 1019610

1010606 1010611 1019611

Included in the scope of supply Included in the scope of supply Included in the scope of supply

Included in the scope of supply Included in the scope of supply Included in the scope of supply

Included in the scope of supply 9070908 Included in the scope of supply Included in the scope of supply

Included in the scope of supply 9070908 Included in the scope of supply Included in the scope of supply

9070911 9070911 9070911

9070910 9070910 9070910

9070985 9070985 9070985



Features theLuxa R180 theLuxa S150  theLuxa S180 

Detection angle 180° 150° 180°

Lateral detection area 12 m 12 m 12 m

Installation height 2.5 m 2–4 m 2–4 m

Type of installation Wall mounting Wall mounting Wall mounting

Functions Test function Creep under protection, pulse function, test function

Brightness setting range 2–200 lx/∞ 5–1000/∞ lux 5–1000/∞ lux

Duty cycle range 2 s–30 min 1 s–20 min 1 s–20 min

Remote operation No No No

Standby consumption < 0.5 W < 1 W < 1 W

Switch contact μ contact 230 V AC μ contact 230 V AC μ contact 230 V AC

Operating voltage 230 V AC 230 V AC/50 Hz 230 V AC/50 Hz

Zero-cross switching Yes Yes Yes

Switching capacity 10 A (at 230 V AC, cos  = 1) 10 A (cos  = 1) 3 AX (cos  = 0.3) 10 A (cos  = 1) 3 AX (cos 

Min. switching capacity 10 mA 10 mA 10 mA

LED lamps < 2 W 50 W 25 W 25 W

LED lamps > 2 W 500 W 200 W 200 W

Incandescent/halogen lamp load 2300 W 2300 W 2300 W

Low-voltage halogen lamps – 2300 W 2300 W

Fluorescent lamps EB – 400 VA (42 μF) 400 VA (42 μF)

500 W 150 W 150 W

Ambient temperature –25°C to +45°C –25°C to +45°C –25°C to +45°C

Protection rating (in accordance with EN 60529) IP 55 IP 55 IP 55

Item numbers

Item number white (WH) 1010200 1010500 1010505

Item number black (BK) 1010201 1010501 1010506

Optional accessories

White spacer frame 9070971 9070906 9070906

Black spacer frame 9070988 9070907 9070907

theLuxa white corner bracket 9070969 9070902 9070902

theLuxa black corner bracket 9070987 9070903 9070903

theSenda S remote control – – –

theSenda P remote control – – –

theSenda B remote control – – –
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Features theLeda B20L theLeda B30L theLeda B50L

Version LED spotlight, with option of motion sensor or light sensor

Operating voltage 230 V AC 230 V AC 230 V AC

Frequency 50 Hz 50 Hz 50 Hz

Type of installation Wall mounting Wall mounting Wall mounting

1x 20 W (1500 lm white/1400 lm black) 1x 30 W (2100 lm white/2050 lm black) 1x 50 W (3600 lm white/3500 lm black)

Comparable halogen output 200 W (white)/190 W (black) 250 W (white)/240 W (black) 330 W (white)/320 W (black)

Emission angle Approx. 95° horizontal and 105° vertical Approx. 95° horizontal and 70° vertical Approx. 95° horizontal and 105° vertical

Colour temperature 5000 K, neutral white 5000 K, neutral white 5000 K, neutral white

Adjustability of spotlight Can be swivelled by 360° Can be swivelled by 360° Can be swivelled by 360° 

Ambient temperature –20°C to +40°C –20°C to +40°C –25°C to +45°C

Protection class I (spotlight)/II (sensors) I (spotlight)/II (sensors) I (spotlight)/II (sensors)

Protection rating IP 65 (spotlight)/IP 55 (sensors) IP 65 (spotlight)/IP 55 (sensors) IP 65 (spotlight)/IP 55 (sensors)

Item numbers

Item number white (WH) 1020683 1020685 1020687

Item number black (BK) 1020684 1020686 1020688

Optional accessories: motion sensor

- 180° detection angle at 12
 m range- Additional light switch output

- Sensor can turned horizontally by ±90° 
 and down/back by 90°

- Protection rating IP 55

theLeda B motion sensor white 9070760 9070760 9070760

theLeda B motion sensor black 9070761 9070761 9070761

Optional accessories: light sensor
- Duty cycle range: 2, 4, 6, 8 hours, on/permanent on at night
- Switch-on brightness can be set from 2–200 lux
- Additional light switch output
- IP 55 protection rating

theLeda B light sensor white 9070762 9070762 9070762

theLeda B light sensor black 9070763 9070763 9070763

TheLeda B
LED spotlight



theLuxa S360

360°

16 m

2–4 m

Ceiling installation & wall mounting

5–1000/∞ lux

1 s–20 min

No

0.5 W

μ contact 230 V AC

230 V AC/50 Hz

Yes

10 A (cos  = 1) 3 AX (cos  = 0.3)

10 mA

25 W

200 W

2300 W

2300 W

400 VA (42 μF)

150 W

–25°C to +45°C

IP 55

1010510

9070906

9070907

Included in the scope of supply

Included in the scope of supply

–

–

–

theLuxa  
motion detector

Features theLuxa R180 theLuxa S180 

Detection angle 180° 180°

Lateral detection area 12 m 12 m

Installation height 2.5 m 2–4 m

Type of installation Wall mounting Wall mounting

Functions Test function Creep under protection, pulse function, test function

Brightness setting range 2–200 lx/∞ 5–1000/∞ lux

Duty cycle range 2 s–30 min 1 s–20 min

Remote operation No No

Standby consumption < 0.5 W < 1 W

Switch contact μ contact 230 V AC μ contact 230 V AC

Operating voltage 230 V AC 230 V AC/50 Hz

Zero-cross switching Yes Yes

Switching capacity 10 A (at 230 V AC, cos  = 1) 10 A (cos = 1) 3 AX (cos  = 0.3)

Min. switching capacity 10 mA 10 mA

LED lamps < 2 W 50 W 25 W

LED lamps > 2 W 500 W 200 W

Incandescent/halogen lamp load 2300 W 2300 W

Low-voltage halogen lamps – 2300 W

Fluorescent lamps EB – 400 VA (42 μF)

500 W 150 W

Ambient temperature –25°C to +45°C –25°C to +45°C

Protection rating (in accordance with EN 60529) IP 55 IP 55

Item numbers

Item number white (WH) 1010200 1010505

Item number black (BK) 1010201 1010506

Optional accessories

White spacer frame 9070971 9070906

Black spacer frame 9070988 9070907

theLuxa white corner bracket 9070969 9070902

theLuxa black corner bracket 9070987 9070903

theSenda S remote control – –

theSenda P remote control – –

theSenda B remote control – –
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theLeda B motion sensor theLeda B light sensor theLeda EC swivelling holder

theLeda B theLeda B theLeda EC

9070760 9070762 9070758

9070761 9070763 9070758

theLuxa P corner bracket theLuxa S surface-mount frame theLuxa P spacer frame

theLuxa P220 and P300 theLuxa S150, S180 and S360 theLuxa P220 and P300

9070904 9070906 9070908
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Features theSenda S remote control theSenda P remote control
theSenda B remote control with 
app-based control and luxmeter

Suitable for theLeda P, theLeda D and  
theLuxa P220/P300/P300 KNX theLeda D

Item numbers

Item number white (WH) 9070911 9070910 9070985

Clever additions  
A wide range of accessories 

theLeda corner bracket theLeda surface-mount frame theLuxa S corner bracket

Suitable for theLeda S, P, D, theLuxa R theLeda S, P, D, theLuxa R theLuxa S150, S180 and S360

Item numbers

Item number white (WH) 9070969 9070971 9070902

Item number aluminium (AL)

Suitable for

Item numbers

Item number white (WH)

Item number Black (BK)

9070970 9070972

With 
integrated 

luxmeter!

9070905 9070907 9070909

Item numbers

Item number white (WH)

Item number Black (BK)



theLuxa P corner bracket theLuxa S surface-mount frame theLuxa P spacer frame theLeda D ground spike

theLuxa P220 and P300 theLuxa S150, S180 and S360 theLuxa P220 and P300 theLeda D

9070904 9070906 9070908 90707065

9070905 9070907 9070909 -
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.
שעוני פיקוד א�טרונומיי
 שבועיי
 ושנתיי
המופעלי
 לפי זריחת ושקיעת השמש.

.
�דרת שעוני פיקוד דיגיטליי
 שבועיי
אפשרות לתכנות ע״י תוכנות אובלי�ק או 

מהמחשב או בבלוטו� מהנייד.

�דרת מוצרי
 בטכנולוגיית KNX�דרת שעוני
 מכניי
 1 עד 3 מודול.

עוד ממוצרי חברת
גרמניה:






